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1.5
1.7–4.5 Bar 

170–450 kPa 

25–65 PSI

4.5–7.2 l/m 

1.2–1.9 GPM

8.8 m–9.4 m

(29′–32′)

2.0
1.7–4.5 Bar 

170–450 kPa 

25–65 PSI

5.4–8.8 l/m 

1.4–2.3 GPM

2.5
1.7–4.5 Bar 

170–450 kPa 

25–65 PSI

6.6–11.1 l/m 

1.7–2.9 GPM

3.0
1.7–4.5 Bar 

170–450 kPa 

25–65 PSI

8.4–14.0 l/m 

2.2–3.7 GPM

10.1 m–10.7 m

(33′–35′)

10.1 m–10.7 m

(33′–35′)

10.7 m–11.9 m

(35′–39′)

X-CORE  PGV  PGJ  PGP  MP ROTATOR  PS ULTRA / PRO-SPRAY  
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4.0
1.7–4.5 Bar 

170–450 kPa 

25–65 PSI

11.3–18.3 l/m 

3.0–4.8 GPM

5.0
1.7–4.5 Bar 

170–450 kPa 

25–65 PSI

14.0–23.4 l/m 

3.7–6.2 GPM

6.0
1.7–4.5 Bar 

170–450 kPa 

25–65 PSI

16.8–27.9 l/m 

4.3–7.3 GPM

8.0
1.7–4.5 Bar 

170–450 kPa 

25–65 PSI

22.5–36.9 l/m 

6.0–9.8 GPM

11.3 m–12.5 m

(37′–41′)

11.6 m–13.4 m

(38′–44′)

11.6 m–13.4 m

(38′–44′)

11.3 m–14 m

(37′–46′)

X-CORE  PGV  PGJ  PGP  MP ROTATOR  PS ULTRA / PRO-SPRAY  


